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TorqueMate® 200
Portable Handheld Display

The TorgueMate®™ 200 is a portable, accurate and versatile
tarque and angle display that fits comfortably in the hand yet is
powerful and accurate enough to be used as a primary torque standard,

Peak torque and angle can be shown simultaneously and measured
in either the clockwise or counterclockwise direction.

Designed for production, QC applications and calibration of hand
or power torgue tools.

Five different units of torque measurements are available
{(Ibf.ft, Ibt.in, ozfin, N.m, kgf.m).

Can adapt to any mv/v transducer and possesses the ability to
store calibration data for up to 15 torque sensors.

Has five quick and easy selectable operation modes: Track, Peak
Hold, First Peak of Torque, Power Tool and Angle.

Go/No Go LED's and buzzer can be set for high or low torque and

angle limits.

Software selectable filters for power tools, 3600Hz,1500Hz, 500Hz.

Built-in benchtop display stand.
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TM200 Battery Charger Kit ﬁ
The perfect accessory as it

Battery
ltem# 22  provides the ability to increase
7770 [ ¥ ) productivity and reduce costs.
) Z The kit allows for a standby
2 battery at all times while one
kit .| 77 s charging and the other being
temté WS used, which provides less down-
771147 time of the TM200 and increases
Yy productivity. The NimH batteries
;;{(j - offer better performance because
L Ihe}: do not require a memory set
“ if charged or used incorrectly.

The kit includes a charger and two batteries.
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Accuracy Statements

RTSX, RTSX-A, BLRTSX mated with o TM200 as a package

should be as follows:

From 10%fs to 40%fs, + .5% of reading, + 1 digit (Display Resolution).
From 40%fs to 100%fs, +.25% of full scale, + 1 digit (Display Resolution).
BMX mated with a TM200

From 10%fs to 50%fs, + .5% of reading, + 1 digit (Display Resolution).
From 50%fs to 100%fs, +.25% of full scale, + T digit (Display Resolution).
TWX & SMX mated with a TM200

From 10%fs to 100%fs, + .5% of reading, + T digit (Display Resolution).
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